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Abstract
Stenull and Lubensky [Phys. Rev. E 76, 011706 (2007)] have argued that shear strain and tilt of the director
relative to the layer normal are coupled in smectic elastomers and that the imposition of one necessarily leads
to the development of the other. This means, in particular, that a smectic-A elastomer subjected to a simple
shear will develop smectic-C-like tilt of the director. Recently, Kramer and Finkelmann [e-print
arXiv:0708.2024; Phys. Rev. E 78, 021704 (2008)], performed shear experiments on smectic-A elastomers
using two different shear geometries. One of the experiments, which implements simple shear, produces clear
evidence for the development of smectic-C-like tilt. Here, we generalize a model for smectic elastomers
introduced by Adams and Warner [Phys. Rev. E 71, 021708 (2005)] and use it to study the magnitude of
SmC-like tilt under shear for the two geometries investigated by Kramer and Finkelmann. Using reasonable
estimates of model parameters, we estimate the tilt angle for both geometries, and we compare our estimates
to the experimental results. The other shear geometry is problematic since it introduces additional in-plane
compressions in a sheetlike sample, thus inducing instabilities that we discuss.
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Stenull and Lubensky Phys. Rev. E 76, 011706 2007 have argued that shear strain and tilt of the director
relative to the layer normal are coupled in smectic elastomers and that the imposition of one necessarily leads
to the development of the other. This means, in particular, that a smectic-A elastomer subjected to a simple
shear will develop smectic-C-like tilt of the director. Recently, Kramer and Finkelmann e-print
arXiv:0708.2024; Phys. Rev. E 78, 021704 2008, performed shear experiments on smectic-A elastomers
using two different shear geometries. One of the experiments, which implements simple shear, produces clear
evidence for the development of smectic-C-like tilt. Here, we generalize a model for smectic elastomers
introduced by Adams and Warner Phys. Rev. E 71, 021708 2005 and use it to study the magnitude of
SmC-like tilt under shear for the two geometries investigated by Kramer and Finkelmann. Using reasonable
estimates of model parameters, we estimate the tilt angle for both geometries, and we compare our estimates
to the experimental results. The other shear geometry is problematic since it introduces additional in-plane
compressions in a sheetlike sample, thus inducing instabilities that we discuss.
DOI: 10.1103/PhysRevE.78.021705 PACS numbers: 83.80.Va, 61.30.v, 42.70.Df
I. INTRODUCTION
Smectic elastomers 1 are rubbery materials with the ori-
entational properties of smectic liquid crystals 2. They pos-
sess a planelike, lamellar modulation of density in one direc-
tion. In the smectic-A SmA phase, the Frank director n
describing the average orientation of constituent mesogens is
parallel to the normal k of the smectic layers, whereas in the
smectic-C SmC phase, there is a nonzero tilt angle  be-
tween n and k.
Recently, there has been some controversy about whether
shear strain and tilt of the director relative to the layer nor-
mal are coupled in smectic elastomers and whether the im-
position of one necessarily leads to the development of the
other. Beautiful experiments by Nishikawa and Finkelmann
3, where a SmA elastomer was subjected to extensional
strain along the layer normal, found a drastic decrease in
Young’s modulus at a threshold strain of about 3% accom-
panied by a rotation of k through an angle  that sets in at
the same threshold. Interpreting their x-ray data, the authors
concluded that there was no SmC-like order over the range
of strains they probed, and that the reduction in Young’s
modulus stems from a partial breakdown of smectic layering.
Recently, Adams and Warner AW 4 developed a model
for SmA elastomers that assumes that n and k are rigidly
locked such that =0. This model produces a stress-strain
curve and a curve for the rotation angle  of k in full agree-
ment with the experimental curves but without needing to
invoke a breakdown of smectic layering. Evidently, because
of the assumption =0, the AW model predicts no SmC-like
order. More recently, Stenull and Lubensky 5 argued that
shear strain and SmC-like order are coupled and that the
imposition of one inevitably leads to the development of the
other. They developed a model based on Lagrangian elastic-
ity that predicts, as does the AW model, a stress-strain curve
and a curve for  in full agreement with the experiment. In
contrast to the interpretation of Nishikawa and Finkelmann
of their data and to the central assumption of the AW model,
Ref. 5 found that the tilt angle n of n is not identical to
that of the layer normal, , implying that there is SmC-like
order with nonzero  above the threshold strain. However,
estimates of  and n based on reasonable assumptions
guided by the available experimental data of the layer
normal-director coupling turn out to have the same order of
magnitude. The upshot is that Ref. 5 predicts SmC-like tilt
above the threshold strain but that the angle  is small. It is
entirely possible that  is smaller than the resolution of the
experiments by Nishikawa and Finkelmann. In this case,
there is no disagreement between the predictions of Ref. 5
and the experimental data by Nishikawa and Finkelmann.
The arguments of Ref. 5 imply in particular that a SmA
elastomer subjected to a shear in the plane containing k will
develop SmC-like tilt of the director. Very recently, Kramer
and Finkelmann KF 6,7 performed corresponding shear
experiments using two different shear geometries. One ge-
ometry, which we refer to as tilt geometry, imposes a shear
that is accompanied by an effective compression of the
sample along the layer normal. In this geometry, the elas-
tomer ruptures at an imposed mechanical shear angle  of
13 deg 7 or 14 deg 6, and up to these values of  no
SmC-like tilt is detected within the accuracy of the experi-
ments of about 1 deg, as was the case in the earlier stretching
experiments of Nishikawa and Finkelmann. The other shear
geometry, which we refer to as slider geometry, imposes
simple shear and can be used to probe values of  exceeding
20 deg. For this geometry, the KF x-ray data provide clear
evidence for the emergence of SmC-like tilt.
In this paper, we generalize the model introduced by AW
4 and use it to study the magnitude of SmC-like tilt under
shear for the two geometries investigated by KF. Using rea-
sonable estimates of model parameters, we estimate the tilt
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angle , and we compare our estimates to the experimental
results.
The outline of the remainder of this paper is as follows. In
Sec. II, we develop our model, which generalizes the original
AW model. In Sec. III, we describe the two experimental
setups that we consider. We discuss the respective deforma-
tion tensors for these setups and calculate for both setups the
SmC-tilt angle  as a function of the imposed mechanical
tilt angle . We address why the tilter apparatus is problem-
atic for experiments where shear induces director tilt. In Sec.
IV, we discuss our findings and we make some concluding
comments. There are two Appendixes. In Appendix A, we
comment on analytical calculations of  for small . In
Appendix B, we briefly discuss the Euler instability in the
context of the experiments by KF.
II. GENERALIZING THE ADAMS-WARNER MODEL
In this section, we devise a theory for smectic elastomers
based on the neoclassical approach, developed originally by
Warner and Terentjev and co-workers 1,8 for nematic elas-
tomers, and the subsequent extension of the neoclassical ap-
proach by AW to smectics. The neoclassical approach gen-
eralizes the classical theory of rubber elasticity 9 to include
the effects of orientational anisotropy on the random walks
of constituent polymer links. It treats large strains with the
same ease as they are treated in rubbers in the absence of
orientational order, it provides direct estimates of the magni-
tudes of elastic energies, it is characterized by a small num-
ber of parameters, and it accounts easily for incompressibil-
ity.
In the neoclassical approach, one formulates elastic en-
ergy densities in terms of the Cauchy deformation tensor = ,
defined by ij =Ri /xj, where Rx is the target space vec-
tor that measures the position in the deformed medium of a
mass point that was at position x in the undeformed refer-
ence medium. In this approach, a generic model elastic en-
ergy density for smectic elastomers that allows for a relative
tilt between the director and the layer normal can be written
in the form
f = f trace + f layer + f tilt + fsemi. 2.1
Here and in the following, incompressibility of the material
is assumed, i.e., the deformation tensor is subject to the con-
straint det= =1. f trace is the usual trace formula of the neo-
classical model with  the shear modulus,
f trace =
1
2
Tr= =0= T=−1 , 2.2
where =0== + r−1n0n0, with n0 describing the uniaxial di-
rection before deformation, is the so-called shape tensor de-
scribing the distribution of conformations of polymeric
chains before deformation, and =−1== − 1−r−1nn is the in-
verse shape tensor after deformation. = denotes the unit ma-
trix, and r denotes the anisotropy ratio of the uniaxial SmA
state. The contribution
f layer =
B
2
 d
d0 cos 
2 − 12 2.3
describes changes in the spacing of smectic layers with layer
normal
k =
= −Tk0
	= −Tk0	
, 2.4
where k0=n0 is the layer normal before deformation and B is
the layer compression modulus 10. d0 and d are, respec-
tively, the layer spacing before and after deformation, which
are related via
d
d0
=
1
	= −Tk0	
. 2.5
The tilt energy density,
f tilt =
1
2
at sin
2  , 2.6
incorporates into the model the preference for the director to
be parallel to the layer normal in the SmA phase. To study
the SmC phase, we would have to include a term propor-
tional to sin4, which, however, is inconsequential for our
current purposes. Without the contribution fsemi, the model
elastic energy density 2.1 is invariant with respect to simul-
taneous rotations of the smectic layers, the nematic director,
and = in the target space. To break this unphysical invari-
ance, we include the semisoft term 1
fsemi =
1
2
Tr= − n0n0= Tnn=  , 2.7
where  is a dimensionless parameter.
The relation of the model presented here to the AW model
is the following: AW assume that the layer normal and the
director are rigidly locked such that the angle  is con-
strained to zero. Moreover, the semisoft term fsemi is absent
in the AW model. Essentially, we retrieve the AW model
from Eq. 2.1 by setting =0 or equivalently at→	 and
=0.
As mentioned above, one of the virtues of the neoclassi-
cal approach is that it involves only a few parameters, and
for most of these there exist experimental estimates, which
we will now review briefly. The shear modulus  for rubbery
materials is typically of the order of 105−106 Pa. A typical
value for the smectic layer compression modulus in smectic
elastomers, as observed in experiments with small strains
along the layer normal, is B
107 Pa, which is greater than
the values in liquid smectics. In previous experiments by the
Freiburg group, the anisotropy ratio was approximately r
1.1 3, and we adopt this value for our arguments here.
The value of at can be estimated from experiments by Bre-
hmer, Zentel, Gieselmann, Germer, and Zungenmaier 11 on
smectic elastomers and by Archer and Dierking 12 on liq-
uid smectics. The former experiment indicates that at is of
the order of 105 Pa at room temperature, and the latter ex-
periment produces a room-temperature value of the order of
106 Pa. We are not aware of any experimental data that allow
us to estimate  for smectic elastomers reliably. For nematic
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elastomers, it has been estimated from the Fredericks effect
13 and from the magnitude of the threshold to director
rotation in response to stretches applied perpendicular to the
original director 14 that 0.06 or 0.1, respectively.
For our arguments here, we adopt the latter value acknowl-
edging that  may be considerably larger in smectics than in
nematics. As we will see in the following, our findings do not
depend sensitively on this assumption. For the deformations
that we consider,  appears only in the combination 
=at
+, that is, semisoftness simply adds to the director-layer
normal coupling. Uncertainty in estimates for 
 is expected
to stem mainly from the spread in estimates for at. We ac-
count for this spread by discussing several values of 
 or,
more precisely, for several values of 
 /.
III. EXPERIMENTAL SHEAR GEOMETRIES
AND TILT ANGLES
In this section, we apply the model defined in Sec. II to
study the behavior of SmA elastomers in shear experiments.
We consider two experimental setups. In the first setup,
which is perhaps the first that comes to mind from a physi-
cist’s viewpoint, a simple shear is applied, i.e., a shear strain
in which the externally imposed displacements all lie in a
single direction. Figure 1 shows a sketch of such an experi-
ment, and we call the apparatus sketched in it the slider
apparatus. The second setup, which is depicted in Fig. 2, is
one in which opposing surfaces of the sample remain essen-
tially parallel but in which the height of the sample its ex-
tension in the z direction decreases upon shearing. Hence,
the applied shear is, strictly speaking, not just simple shear.
In the following, we will refer to this apparatus as a tilt
apparatus.
A. Slider apparatus
To make our arguments as concrete and simple as pos-
sible, we now choose a specific coordinate system. That is,
we choose our z direction along the uniaxial direction n0 of
the unsheared samples, n0= 0,0 ,1, and we choose our x
direction as the direction along which the sample is clamped,
which is perpendicular to n0; cf. Fig. 1. With these coordi-
nates, the deformation tensor for both the slider apparatus
and the tilt apparatus is of the form
= = xx 0 xz0 yy 0
0 0 zz
 . 3.1
As can be easily checked, for this type of deformation, the
layer normal lies along the z direction for the unsheared and
for the sheared samples. Thus, the tilt angle  between n and
k is identical to the tilt angle between n and the z axis, and
we can parametrize the director as
n = sin ,0,cos  . 3.2
It is worth noting that a deformation tensor of the form
shown in Eq. 3.1 leads to a particularly simple expression
for the semisoft contribution to f , fsemi= 1 /2xx
2 sin2,
which combines with the tilt energy density to f tilt+ fsemi
= 1 /2
xxsin2. Thus, as indicated above, our model de-
pends for the experimental geometries under consideration
on  and at through a single effective parameter, viz.

xx=at+xx
2 .
From the photos of the experimental samples provided in
Ref. 6, see Figs. 1 and 2, it appears as if xx does not
deviate significantly from 1. In the following, we set xx
=1 for simplicity 15. In this event, 
xx=
at+. In
the slider apparatus, the extent of the sample in the z direc-
tion is fixed, and hence zz=1. The incompressibility con-
straint det = =1 thus mandates that yy =1. The remaining
nonzero component of the deformation tensor is entirely de-
termined by the externally imposed shear, xz=tan , where
 is the mechanical tilt angle of the sample; see Fig. 1. The
only remaining degree of freedom in the problem is, there-
fore, the angle .
To calculate  as a function of , we insert the just dis-
cussed deformation tensor into f and then minimize f over 
holding  fixed. For  small, this can be done analytically
by expanding f to harmonic order in  and by then solving
the resulting linear equation of state for an equilibrium value
of . This type of analysis is presented in the Appendix. To
provide reliable predictions for larger shears, one has to re-
frain from expanding in  and use numerical methods in-
stead. To this end, we minimize f numerically assuming,
based on what we discussed at the end of Sec. II, that B /
=10 and 
 / 0.1,1 ,5 ,20. For this minimization, we use
MATHEMATICA’s FindMinimum routine. Figure 3 shows the
resulting curves for  as a function of . The dashed hori-
zontal line in Fig. 3 is a guide to the eye; it corresponds to
the angle resolution in the KF experiments, which was about
1 degree 16.
For the slider geometry, the KF data produce clear evi-
dence for the development of SmC-like tilt under simple
x
φ zSample
Fixed Clamp
Sliding Clamp
y
FIG. 1. Color online Sketch of a slider apparatus where the
upper clamp slides on a horizontal bar such that the extension of the
sample in the z direction remains fixed.
φ z
x
y
FIG. 2. Color online One of the two tilt apparatuses used by
KF. The photo has been taken from Ref. 6.
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shear, and our theoretical estimates agree well with the ex-
perimental data. However, given that thus far only two data
points are available for 0, it cannot be judged reliably
whether our theoretical curve could be fitted to an experi-
mental curve with more data points. It is encouraging,
though, that our curve for 
 /=0.1 agrees with the available
experimental points within their errors.
B. Tilt apparatus
Now we turn to the tilt geometry. The essential difference
between the slider and the tilt geometry is that in the former,
the height of the sample Lz remains constant, Lz=Lz
d0 times the number of smectic layers, whereas in an ideal
tilter, Lz is not constant but rather decreases as  in-
creases, Lz=Lz cos . This difference has far-reaching
consequences. In the slider, the sample height remains larger
than the modified natural height of the sample created by the
director tilt, Lz cos . In other words, the sample is under
effective tension. In the tilter, on the other hand, the sample-
height Lz cos  can be smaller than Lz cos , i.e., the sample
can be under effective compression. For a sample under ef-
fective zz compression, one has to worry, experimentally and
theoretically, about all sorts of complications. Most notable
are perhaps buckling and wrinkling.
The theory of buckling of elastic sheets is well established
17, and we now briefly comment on buckling in the context
of the tilt geometry. As mentioned above, a sample clamped
into the tilt apparatus can develop a buckling instability if the
height of the sample imposed by tilt, Lz cos , is smaller than
the natural height of the sample created by the director tilt,
Lz cos . As we will see below, our results for  as a func-
tion of  imply that cos cos , i.e., buckling is possible.
Alternatively, this can be seen by calculating the engineering
stress zz
eng=f /zz, which can be done using the numerical
approach outlined above. zz
eng is positive for 0 in the
slider apparatus, whereas it turns out to be negative for 
0 in the tilt apparatus. Thus, the sample is effectively un-
der tension in the slider apparatus, whereas it is effectively
under compression in the tilt apparatus, opening the possibil-
ity for buckling in the y direction in the latter. The angle c
at which buckling sets in is expected to be comparable to that
for the well-known Euler-Strut instability 17,
c  Euler = arccos1 − 2Ly
3Lz
2 , 3.3
where Ly is the thickness of the sample in the y direction, and
where clamped rather than hinged boundary conditions are
assumed. A brief derivation of Eq. 3.3 is given in Appendix
B. In the experiments of KF, Lz=5.0 mm and Ly =0.45 mm
16, which leads to Euler15 deg. The experimental
samples buckle immediately before they rupture 16 at 
=13 or 14 deg, which is very close to our estimate for c.
The observation that buckling occurs immediately before
rupturing might suggest that the former actually triggers the
latter.
A detailed analysis of sample wrinkling in the tilt geom-
etry is beyond the scope of the present paper. However, a few
comments about wrinkling are in order. The wavelength of
wrinkling is expected to be much shorter than that of buck-
ling. Thus, wrinkling can be harder to detect by visual in-
spection of an experimental sample than buckling, and there
is a risk that it remains unnoticed. The main problem is,
however, that wrinkling can act to effectively reduce the me-
chanical shear in the sample. When designing a tilt experi-
ment, one thus has to be very careful to avoid wrinkling. If
not, the effects of wrinkling can bias the data, and there is the
risk of underestimating the SmC-tilt significantly.
Our calculation of the SmC-tilt will be for an ideal tilter.
Figure 4 shows the tilter of Fig. 2 schematically in a non-
tilted and a tilted configuration to make clear that shear and
compression are complex in the nonideal case because the
frame axles allowing angle change are offset from the cor-
ners of the sample. Using elementary trigonometry, one can
deduce for the shears and the angle 
xz =
L
L − 2d
sin , zz =
L cos  − 2d
L − 2d
, 3.4
tan  =
tan 
1 − 2d/Lsec 
. 3.5
In particular, the relation between the shear angle  and the
deformation components zz and xz is not simple.
Returning to an ideal tilter, d=0, , we calculate the
SmC-tilt as a function of the applied mechanical shear, sup-
pressing buckling and wrinkling. Then, the deformation ten-
sor is of the same form 3.1 as for the slider apparatus, but
with the essential difference that here xz=sin  and zz
=cos . As we did for the slider apparatus, we assume xx
=1. The incompressibility constraint then implies that yy
(iv)
Sliding
(iii)
(ii)
(i)
0 5 10 15 20 25 30
0
1
2
3
4
5
6
φ (deg)
Θ
(d
eg
)
FIG. 3. Color online The tilt angle  between the layer normal
and the director as a function of the mechanical tilt angle  in the
slider apparatus for i 
 /=0.1, ii 
 /=1, iii 
 /=5, and iv

 /=20. The dashed line corresponds to the resolution for  in the
experiments by KF.
L
Lsinχ
Lcosχ
Lcos -2dχ
d
d
dd
χ
φ
FIG. 4. Schematic of shear and compression arising in a non-
ideal tilter.
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=1 /cos , leaving the angle  as the only degree of free-
dom. We calculate  as a function of  in exactly the same
way as above, i.e., we minimize f numerically assuming the
values of the model parameters discussed in Sec. II. The
resulting curves are shown in Fig. 5. The dip in Fig. 5 occurs
because of a competition between 
, which would prefer 
=0, and B, which would prefer =. If 
B, then it is
possible to get curves where  stays close to 0. The dashed
horizontal line in Fig. 5 indicates the angle resolution of
about 1 degree of the KF experiments 16.
As mentioned in Sec. III A, the data points for the slider
are compatible with 
 /0.1. The elastomers used by KF in
the slider and the tilter are identical, and, therefore, curve i
of Fig. 5 should describe the SmC-tilt if the tilter used by KF
were ideal or nearly so. Note from Fig. 5, however, that this
implies that the SmC-tilt for an ideal tilter at =13 or 14 deg
should be significantly larger than the experimental reso-
lution, which is incompatible with the findings of Refs. 6,7.
Since any effective compression of the sample along the
layer normal, as in a tilter, promotes rather than hampers
director rotation, we obtain a SmC-tilt at a given  in a tilter
if it occurs at the same angle in the slider. It is likely that the
failure of KF to observe director rotation in their tilter is due
to mechanical instability that effectively reduces the me-
chanical shear of the sample and thus leads to a systematic
suppression of the SmC-tilt in the tilt geometry.
IV. DISCUSSION AND CONCLUDING REMARKS
In summary, we have developed a neoclassical model for
smectic elastomers, and we used this model to study SmA
elastomers under shear in the plane containing the director
and the layer normal. In particular, we investigated the tilt
angle  between the layer normal and the director for two
different experimental setups as a function of the mechanical
tilt angle  measuring the imposed shear.
Our model builds upon the neoclassical model for smectic
elastomers by AW. In their original work, AW chose not to
consider the possibility of SmC order in their theory: they
forced the layer normal and the nematic director to be paral-
lel. In our present theory, the fundamental tenet is different in
that the nematic director n and the deformation tensor = are
independent quantities that must be allowed to seek their
equilibrium in the presence of imposed strains or stresses.
The layer normal k is determined entirely by = . Thus, n and
k are independent variables that rotate to minimize the free
energy—they are not locked together.
In the present paper, we have focused for simplicity on
idealized monodomain samples. Boundary conditions in real
experiments prevent this simple scenario and produce a mi-
crostructure structure of the type that AW discuss in Ref. 4
based on their original model that prohibits SmC ordering.
Our current theory, which admits SmC ordering, predicts the
same type of microstructure; stretching will produce a poly-
domain layer structure just as the AW theory does. In par-
ticular, the existence of SmC ordering does not contradict the
appearance of optical cloudiness. To avoid undue repetition,
we refrain from discussing this here in more detail and refer
the reader to Ref. 4.
The main finding of our present work is that the tilt angle
 between n and k is nonzero if a shear in the plane con-
taining k is imposed. This angle depends on material param-
eters, the experimental setup, and the magnitude of the im-
posed shear. Figures 3 and 5 depict our results for the slider
apparatus and the tilt apparatus used by KF. As expected, in
both setups the angle  decreases as the value of the param-
eter 
 / increases, at fixed . This is because the director is
becoming more strongly anchored to the layer normal. If one
keeps 
 / fixed and varies B / instead, then for B /→	,
 approaches  because in this limit f layer locks  to 
=. As B / is decreased, then  decreases at fixed , be-
cause the f tilt term starts to compete with the f layer term. In
the opposite limit of very small B /,  is locked to =0 by
virtue of the tilt and semisoft contributions to f . We refrain to
show the corresponding curves, which are similar to those
depicted in Figs. 3 and 5, to save space. The main difference
between our results for the two setups is that for B
 and
large , say 40 degrees or so,  is roughly one order of
magnitude smaller than  in the slider apparatus, whereas it
is of the order of  in the tilt apparatus.
In closing, we would like to stress once more that the
experiment using the slider geometry produces clear evi-
dence of the development of SmC-like tilt under shear as
predicted originally in Ref. 5. Our theory developed here
allowed us to understand in some detail how the magnitude
of this tilt depends on the shear geometry and on model and
material parameters, such as 
, which can be reasonably es-
timated from nematic analogues. Given these estimates, the
resulting estimates for the tilt angle vary over a range from
being small enough to being essentially unobservable with
the x-ray equipment used by the Freiburg group to exceeding
the experimental resolution. While the latter is consistent
with the shear experiments in the slider geometry, the former
is consistent with the stretching experiments by Nishikawa
and Finkelmann in which no SmC-like tilt was detected. We
believe that the reason for the discrepancy between the rota-
tions in the slider and tilter apparatus lies in a possible wrin-
kling of the samples in the tilt apparatus used by KF. Me-
chanical instability leads to an effective reduction of the
mechanical shear of the sample causing a systematic under-
estimation of the SmC-like tilt in the tilt geometry.
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FIG. 5. Color online The tilt angle  between the layer normal
and the director as a function of the mechanical tilt angle  in the
tilt apparatus for i 
 /=0.1, ii 
 /=1, iii 
 /=5, and iv

 /=20. The dashed line corresponds to the resolution for  in the
experiments by KF.
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Another experimental approach that could be used, at
least in principle, to investigate  is to measure changes in
the layer spacing, as was done by Nishikawa and Finkel-
mann 3. It should be noted, however, that in this approach
one measures cos  rather than  directly. For small values
of SmC tilt, say =1 degree, cos 0.9998, which is prac-
tically indistinguishable from the cos =1 pertaining to
SmA order.
For a refined comparison between experiment and theory,
it would be useful to critically evaluate and potentially im-
prove the design of the tilt apparatuses regarding sample-
wrinkling. Also, it would be interesting to perform shear and
stretching experiments with an angle resolution better than
1 deg. We hope that our work stimulates interest in such
experiments.
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APPENDIX A: ANALYTICAL CONSIDERATION
FOR SMALL ANGLES
For arbitrary SmC-tilt angle , the total elastic energy
density f is, for the deformations discussed in Sec. III, a
fairly complicated conglomerate of trigonometric functions
and powers thereof of  and . Thus, we resorted in Sec.
III to a numerical approach to determine the equilibrium
value of  over a wide range of the imposed mechanical tilt
angle . Here, we focus on the regime of  where  is
small, such that it is justified to expand f to harmonic order
in . In this case, the equations of state are linear in , of
course, and are therefore readily solved. For the slider appa-
ratus, we obtain
 =
r − 1r tan 
r
 + 1 − r1 − r + r tan2 
, A1
and for the tilt apparatus we get
 =
2−1r − 1r sin 2
r
 − rB sin2 2 + 1 − r1 − r cos 2
. A2
Equations A1 and A2 imply that the SmC-tilt in both
setups is identical for small ,
 =
r − 1r
r
 + 1 − r2
+ O3 . A3
This is consistent with Figs. 3 and 5, where the initial slopes
are identical for identical values of 
 though this is perhaps
somewhat hard to see because the ordinate scales are differ-
ent in the two figures.
An interesting related question, which we have not ad-
dressed in the main text because there are currently no ex-
perimental data available, is that of the stress that is caused
by the imposed shear strains. From the above, it is straight-
forward to calculate this stress for small . Inserting Eq.
A3 into the aforementioned harmonic in  total elastic
energy density provides us with an effective f in terms of .
From this effective f , we readily extract the engineering or
first Piola-Kirchhoff stress as
xz
eng =
f
xz
=
r2

r
 + 1 − r2
+ O3 . A4
Equation A4 highlights a problem that arises when the tilt
and the semisoft contributions f tilt and fsemi to the total elastic
energy density are missing, and one allows n and = to be
independent quantities. Setting 
=0 in Eq. A4 leads to zero
stress for nonzero , i.e., this truncated model predicts soft
elasticity. This soft elasticity, however, is not compatible
with SmA elastomers crosslinked in the SmA phase, such as
the experimental samples of Refs. 3,6, where the aniso-
tropy direction is permanently frozen into the system.
APPENDIX B: EULER INSTABILITY IN THE TILT
APPARATUS
In this appendix, we give a brief derivation of Eq. 3.3.
We are interested primarily in a rough estimate for c, and
therefore, for simplicity, we assume that we can ignore the
effects of smectic layering. In the following, we employ, for
convenience, the Lagrangian formulation of elasticity theory.
In the Lagrangian formulation, the elastic energy density
of a thin elastomeric film with thickness Ly and height Lz that
is compressed along the z direction can be written as
f film =
1
2
z
2uy2 +
1
2
Y2duzz
2 , B1
where the choice of coordinates is the same as depicted in
Fig. 2. uy is the y component of the elastic displacement u
=R−x, and uzz
2 is the zz component of the Cauchy-Saint-
Venant strain tensor, uij =
1
2 iuj + jui+iuk juk.  and Y2d
are, respectively, the bending modulus and Young’s modulus
of the film, which are given in the incompressible limit by
=  /3Ly
3 and Y2d=3Ly 17. At leading order, zuz
=−	Lz /Lz	, where we have used that the height change Lz
is negative when the sample is effectively compressed as in
the tilt apparatus. This leads to
uzz = − 	Lz/Lz	 +
1
2
zuy2, B2
when we concentrate on the parts of uzz that are most impor-
tant with respect to buckling in the y direction. Next, we
substitute the strain B2 into Eq. B1 and switch to Fourier
space. To leading order in the elastic displacement, this pro-
duces
f̃ film =
1
2
qz2 − Y2dLzLz qz2ũyqũy− q , B3
where q is the wave vector conjugate to x, ũy is the Fourier
transform of uy, and so on. Equation B3 makes it transpar-
ent that buckling occurs for
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Lz
Lz
 = 
Y2d
qz
2 =
Ly
2
9
qz
2. B4
The smallest value of qz is determined by the specifics of the
boundary conditions. From Fig. 2 it appears as if the sample
of KF is clamped such that it prefers to stay parallel to the
clamps in their immediate vicinity. In this case, the smallest
value of qz is qz=2 /Lz. For hinged boundary conditions, in
comparison, its smallest value would be qz= /Lz. Using the
former value and exploiting that, approximately, 	Lz /Lz	
=1−cos , we obtain the estimate Eq. 3.3 for the onset of
the Euler instability in the tilt apparatus.
1 For a review on liquid crystal elastomers, see M. Warner and
E. M. Terentjev, Liquid Crystal Elastomers Clarendon, Ox-
ford, 2003.
2 For a review, see, P. G. de Gennes and J. Prost, The Physics of
Liquid Crystals Clarendon, Oxford, 1993; S. Chandrasekhar,
Liquid Crystals Cambridge University Press, Cambridge,
1992.
3 E. Nishikawa and H. Finkelmann, Macromol. Chem. Phys.
200, 312 1999.
4 J. M. Adams and M. Warner, Phys. Rev. E 71, 021708 2005.
5 O. Stenull and T. C. Lubensky, Phys. Rev. E 76, 011706
2007.
6 D. Kramer and H. Finkelmann, e-print arXiv:0708.2024.
7 D. Kramer and H. Finkelmann, preceding paper, Phys. Rev. E
78, 021704 2008.
8 P. Bladon, E. Terentjev, and M. Warner, J. Phys. II 4, 75
1994.
9 L. R. G. Treloar, The Physics of Rubber Elasticity Clarendon,
Oxford, 1975.
10 Note that the layer compression term formulated by AW is of
the form d /d0−12, whereas setting =0 in Eq. 2.3 pro-
duces d /d02−12. This form is chosen for consistency with
the Chen-Lubensky model of smectics. This term can be fac-
torized into d /d0−12d /d0+124d /d0−12 for d
d0.
Thus the difference is merely a factor of 4 in the definition of
the smectic modulus B in the two representations.
11 M. Brehmer, R. Zentel, F. Gieselmann, R. Germer, and P. Zun-
genmaier, Liq. Cryst. 21, 589 1996.
12 P. Archer and I. Dierking, Phys. Rev. E 72, 041713 2005.
13 E. M. Terentjev, M. Warner, R. B. Meyer, and J. Yamamoto,
Phys. Rev. E 60, 1872 1999.
14 H. Finkelmann, I. Kundler, E. M. Terentjev, and M. Warner, J.
Phys. II 7, 1059 1997.
15 We checked the validity of this assumption by allowing xx to
relax to its equilibrium value, i.e., we repeated our analysis
using the xx that minimizes f rather than xx=1. The results
obtained by using this more involved approach do not differ
significantly from those obtained using our simplified ap-
proach with xx=1.
16 D. Kramer and H. Finkelmann private communication.
17 L. D. Landau and E. M. Lifshitz, Theory of Elasticity, 3rd ed.
Pergamon, New York, 1986.
SMECTIC-C TILT UNDER SHEAR IN SMECTIC-A … PHYSICAL REVIEW E 78, 021705 2008
021705-7
